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ReLite LED Kit for Castor 2K

 Easy LED retrofit designed for Castor 2K 
 Tungsten or Daylight COB LED 
 Variable white LEDs module

 Fixed White 3.200 K (T version) or 5.600 K (D version) 
 CCT from 2.700 K to 6.500 K (VW version) 

 High CRI ≥ 95

 Light output comparable to halogen lamp

Key FeaturesIntroducing

 Fast LED retrofitting for Castor 2K, available in fixed white or 
with variable white, with light output comparable to halogen 
lamps.

 Smooth linear dimming

 Flicker-free ideal for TV/Broadcast installations

 Huge power savings (reduce your power consumption by 
over 90%) with almost no heat generated

 European Conformity certification

CRI
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General

 LED Source
 CCT Range 

 Color Rendition Average
 Lumen Output 
 
 

 Dimming
 Dimming Smooth Selection
 Strobe
 Camera flicker control/Hz range
 Calibrated Cob 
 L80 Rating 
(hours to 80% output) 

White COB LED (T/D versions), Variable white LEDs module (VW version)
     3.200 K (T version) or 5.600 K (D version) 
     Tunable white 2.700 K → 6.500 K (VW version)
CRI ≥ 95
Zoom min:  
2.700 K: 9749 lm, 3.200 K: 11713 lm, 4.000 K: 13659 lm, 5.600 K: 13964 lm, 6.500 K: 13156 lm 
Zoom max: 
2.700 K: 12304 lm, 3.200 K: 14899 lm, 4.000 K: 17346 lm, 5.600 K: 17752 lm, 6.500 K: 16756 lm
8 or 16 bit, 6 selectable curves: Exponential, Logarithmic, Linear, Halo, Standard and S
Fast, Slow and Very Slow
Electronic strobe, synchronized, random, pulse effect 
Yes: 20.000 Hz
Yes
50.000 Hours

Electrical

Thermal

Control

Physical

 Voltage Input
 Power Consumption 
 Power Connection 
 Data Connection 

 Fan (controllable)

90-240 V, 50/60 Hz, auto-sensing
220 W (T/D versions), 330 W (VW version)
In and Out PowerCON TRUE1 Top
In and Out DMX 5 pin locking XLR connectors

Yes, 4 different settings: Silent, Studio, Auto, DMX regulated 

 Protocols
 RDM configuration
 DMX Channels
 Display
 Software Upload

 Mounting Options
 IP Rating
 Color options

DMX-512, RDM (Remote Device Management), Wireless (optional by LumenRadio)
Yes
5 / 1 (T/D versions), 5 / 2 / 1 / Sunrise mode / Raw mode / MK1 mode / 6 channels mode (VW version)
Graphic OLED 
Through DMX input (With RDM inteface code AC10011A001)

With clamp or custumized fixing system for installation on the fixture
IP20
Black (standard)
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DMX Charts VariWhite version

5 Channels
01 → Master Dimmer
02 → Dimmer Fine
03 → White Tone
04 → Strobe Effect
05 → Special Function

2 Channels
01 → Master Dimmer 
02 → White Tone

6 Channels Mode
01 → Master Dimmer 
02 → Dimmer Fine
03 → White Tone
04 → White Temperature Fine
05 → Strobe Effect
06 → Special Function

Sunrise Mode
01 → Master Dimmer 
02 → Dimmer Fine
03 → Proportional White Tone
04 → Step White Tone
05 → Special Function

Raw Mode
01 → Warm White Led
02 → Warm White Led Fine
03 → Cold White Led
04 → Cold White Led Fine

MK1 Mode
01 → Master Dimmer 
02 → White Tone

1 Channel
01 → Master Dimmer

DMX Charts T and D version

    
5 Channels
01 → Master Dimmer
02 → Spare Channel
03 → Dimmer Fine
04 → Strobe Effect
05 → Special Function

1 Channels
01 → Master Dimmer 
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Photometric report

ReLite LED Kit VariWhite for Castor 2K - CRI ≥ 95
Measurements taken with fan in AUTO mode

Minimum Zoom

Distance (m) 1 2 3 4 5 6 7 8 9 10

lux

2.700 K 73580 18395 8175 4598 2943 2043 1501 1149 908 735

3.200 K 88938 22234 9882 5558 3557 2470 1815 1389 1098 889

4.000 K 104009 26002 11556 6500 4160 2889 2122 1625 1284 1040

5.600 K 107091 26772 11899 6693 4283 2974 2185 1673 1322 1070

6.500 K 101293 25323 11254 6330 4051 2813 2067 1582 1250 1012

1/2 P.A 16° Ø (m) 0.28 0.56 0.84 1.12 1.41 1.69 1.97 2.25 2.53 2.81

1/10 P.A 33° Ø (m) 0.59 1.18 1.78 2.37 2.96 3.55 4.15 4.74 5.33 5.92 1/2 peak angle: 16°
1/10 peak angle: 33°

 
 

Maximum Zoom

Distance (m) 1 2 3 4 5 6 7 8 9 10

lux

2.700 K 18675 4668 2075 1167 747 518 381 291 230 186

3.200 K 22689 5672 2521 1418 907 630 463 354 280 226

4.000 K 26376 6594 2930 1648 1055 732 538 412 325 263

5.600 K 27072 6768 3008 1692 1082 752 552 423 334 270

6.500 K 25623 6405 2847 1601 1024 711 522 400 316 256

1/2 P.A 56° Ø (m) 0.81 1.62 2.42 3.23 4.04 4.85 5.66 6.46 7.27 8.08

1/10 P.A 75° Ø (m) 1.53 3.07 4.60 6.14 7.67 9.21 10.74 12.28 13.81 15.35 1/2 peak angle: 44°
1/10 peak angle: 75°
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 Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 29 January 2026 - vrs. 1.6
Coemar reserves the right to change specifications without prior notice.


