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ReLite LED Kit
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with Integrated Box
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Retrofit Lamp
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ReLite LED Kit for DeSisti Leonardo 1K with Integrated Box

 Easy LED retrofit designed for DeSisti Leonardo 1K 
 Tungsten or Daylight COB LED 
 Variable white LEDs module

 High CRI> 95

 Fixed White 3.200 K (T version) or 5.600 K (D version) 
 CCT from 2.700 K to 6.500 K (VW version)

 Light output comparable to halogen lamp

Key FeaturesIntroducing

 Fast LED retrofitting solution for DeSisti Leonardo 1K, avail-
able in fixed white or variable white, delivering a light output 
comparable to traditional halogen lamps. Now featuring an 
Integrated Power Supply Box, which simplifies installation, 
improves reliability, reduces external cabling, and ensures a 
cleaner, more compact setup.

 Smooth linear dimming

 Flicker-free ideal for TV/Broadcast installations

 Huge power savings (reduce your power consumption by 
over 90%) with almost no heat generated

 European Conformity certification

Integrated Power 
Supply Box

CRI
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General

 LED Source
 CCT Range 

 Color Rendition Average
 Light Efficiency 
 
 
 
 

 Dimming
 Dimming Smooth Selection
 Strobe
 Optical
 Camera flicker control/Hz range
 Calibrated Cob 
 L80 Rating 
(hours to 80% output) 

White COB LED (T/D versions), Variable white LEDs module (VW version)
     3.200 K (T version) or 5.600 K (D version) 
     Tunable white 2.700 K → 6.500 K (VW version)
CRI > 95, up to 97
Zoom min:  
2.700 K: 4037 lm, 3.200 K: 5072 lm, 4.000 K: 5753 lm, 5.600 K: 5761 lm, 6.500 K: 5231 lm 
Zoom med: 
2.700 K: 5964 lm, 3.200 K: 7512 lm, 4.000 K: 8530 lm, 5.600 K: 8560 lm, 6.500 K: 7771 lm 
Zoom max: 
2.700 K: 7383 lm, 3.200 K: 9309 lm, 4.000 K: 10574 lm, 5.600 K: 10589 lm, 6.500 K: 9607 lm
8 or 16 bit, 6 selectable curves: Exponential, Logarithmic, Linear, Halo, Standard and S
Fast, Slow and Very Slow
Electronic strobe, synchronized, random, pulse effect
Zoom range from 15° to 75°
Yes: 20.000 Hz
Yes
50.000 Hours

Electrical

Thermal

Control

Physical

 Voltage Input
 Power Consumption 
 Power Connection 
 Data Connection 

 Fan (controllable)

90-240 V, 50/60 Hz, auto-sensing
170 W Maximum
In and Out PowerCON TRUE1 Top
In and Out DMX 5 pin locking XLR connectors

Yes, 4 different settings: Silent, Studio, Auto, DMX regulated 

 Protocols
 RDM configuration
 DMX Channels
 Display
 Software Upload

 Mounting Options
 IP Rating
 Color options

DMX-512, RDM (Remote Device Management), Wireless (optional by LumenRadio)
Yes
5 / 1 (T/D versions), 5 / 2 / 1 / Sunrise mode / Raw mode / MK1 mode / 6 channels mode (VW version)
Graphic OLED 
Through DMX input (With RDM inteface code AC10011A001)

With clamp or custumized fixing system for installation on the fixture
IP20
Black (standard)
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DMX Charts VariWhite version

    
5 Channels
01 → Master Dimmer
02 → Dimmer Fine
03 → White Tone
04 → Strobe Effect
05 → Special Function

2 Channels
01 → Master Dimmer 
02 → White Tone

6 Channels Mode
01 → Master Dimmer 
02 → Dimmer Fine
03 → White Tone
04 → White Temperature Fine
05 → Strobe Effect
06 → Special Function

Sunrise Mode
01 → Master Dimmer 
02 → Dimmer Fine
03 → Proportional White Tone
04 → Step White Tone
05 → Special Function

Raw Mode
01 → Warm White Led
02 → Warm White Led Fine
03 → Cold White Led
04 → Cold White Led Fine

MK1 Mode
01 → Master Dimmer 
02 → White Tone

1 Channel
01 → Master Dimmer

DMX Charts T and D version

    
5 Channels
01 → Master Dimmer
02 → Spare Channel
03 → Dimmer Fine
04 → Strobe Effect
05 → Special Function

1 Channels
01 → Master Dimmer 
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Drawing Size

LED Group Lenght

100 mm 
3.9 in

Width

76 mm 
3.0 in

Height

159 mm 
6.3 in

Weight

0.9 Kg 
2.0 lbs

Integrated Power Supply Box Lenght

202.5 mm 
7.97 in

Width

132.6 mm 
5.22 in

Height

94 mm 
3.70 in

Weight

1.5 Kg 
3.3 lbs
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Broadcast - MDR Mitteldeutscher Rundfunk, Germany Product 

CCT
CRI

ReLite LED Kit for 
Leonardo 1K
2.700 K → 6.500 K
>95

References

    



Datasheet 2026 coemar.com 7

Photometric report

ReLite LED Kit VariWhite for DeSisti Leonardo 1K
Measurements taken with fan in AUTO mode

Minimum Zoom

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

2.700 K 5356 1339 595 335 214 149 109 84 66 54

3.200 K 6786 1697 754 424 271 189 138 106 84 68

4.000 K 7755 1939 862 485 310 215 158 121 96 78

5.600 K 7857 1964 873 491 314 218 160 123 97 79

6.500 K 7170 1793 797 448 287 199 146 112 89 72

1/2 P.A 15° Ø (m) 0.79 1.58 2.37 3.16 3.95 4.74 5.53 6.32 7.11 7.90

1/10 P.A 26° Ø (m) 1.39 2.77 4.16 5.54 6.93 8.31 9.70 11.08 12.47 13.85 1/2 peak angle: 15°
1/10 peak angle: 26°

 
 

Maximum Zoom

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

2.700 K 1075 269 119 67 43 30 22 17 12 11

3.200 K 1368 342 152 86 55 38 28 21 17 14

4.000 K 1564 391 174 98 63 43 32 24 19 16

5.600 K 1584 396 176 99 63 44 32 25 20 16

6.500 K 1445 361 161 90 58 40 29 23 18 14

1/2 P.A 56° Ø (m) 3.19 6.38 9.57 12.76 15.95 19.14 22.33 25.52 28.71 31.90

1/10 P.A 75° Ø (m) 4.60 9.21 13.92 18.42 23.02 27.62 32.23 36.83 41.44 46.04 1/2 peak angle: 56°
1/10 peak angle: 75°

 
 

Medium Zoom

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

2.700 K 1976 494 220 124 79 55 40 31 24 20

3.200 K 2506 627 278 157 100 70 51 39 31 25

4.000 K 2871 718 319 179 115 80 59 45 35 29

5.600 K 2911 728 323 182 116 81 59 45 36 29

6.500 K 2655 664 295 166 106 74 54 41 33 27

1/2 P.A 35° Ø (m) 1.89 3.78 5.68 7.57 9.46 11.35 13.24 15.13 17.03 18.92

1/10 P.A 49° Ø (m) 2.73 5.47 8.20 10.94 13.67 16.41 19.14 21.87 24.61 27.34 1/2 peak angle: 35°
1/10 peak angle: 49°
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 Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 22 April 2026 - vrs. 1.1
Coemar reserves the right to change specifications without prior notice.


