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FullSpectrum
HD-R
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Fresnel/PC
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 Red, Green, Blue, Cyan, Lime, Amber light source, 20 bit 
color mixing 
 Green-Magenta adjustment 
 Color mixing with hue and saturation control

 High CRI, up to 99 @ 3.200 K

 CCT 2.700 K → 20.000 K 

 Fresnel or PC lens (diameter: 200 mm / 7.87 in) 
 Zoom range from 8° to 60° half peak angle 
 Availble with Manual or Motorized Zoom

 Extruded aluminum, flame-retardant technopolymer 
reinforced with fiberglass

 Custom color on request (optional)

 Manual (standard) or Pole Operated Pan-Tilt (Optional)

Key FeaturesIntroducing

 Otello 8 HD-R with 8 leaf barndoor, Fresnel version

  Developed to offer the best solution in the stage lighting field 
focussing on theatre and TV studios applications, Otello Led 
Fresnel/PC incorporates all traditional characteristics of a 
Fresnel or PC light such as the distinctive soft-edged and very 
wide beam and the smooth and homogeneous light field. 
The improved HD electronic with an advanced LED controller 
guarantees a smooth 20 bit dimming and a superlative color 
mixing. 
Next to the traditional manual or P.O. option, Otello offers an 
optional motorized zoom, which together with a modern design 
and Oled display with on-board selector for quick setting 
represents the state of the art in terms of LED Fresnel range. 
The family consists of 2 fixtures with lenses of 150 mm (5,9 
inch) and 200 mm (7,87 inch). All variants include COB, 
VariWhite, Studio and FullSpectrum 6 LEDs in 3 power steps. 
• FullSpectrum : 2.700 – 20.000 K (CRI average> 95); Red, 
Green, Blue, Cyan, Lime, Amber color mixing with Green-
Magenta adjustment
• VariWhite | Tungsten | Daylight: white engines with the 
Tungsten and Daylight COB LED calibrated respectively at 
3.000 K and 5.600 K CCT and a tunable white source ranging 
from 2.800 to 6.500 K (CRI > 94) for the VariWhite version

Available in both version with Fresnel and PC lenses.

CRI
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General

Electrical

Thermal

Control

Physical

 Voltage Input
 Power Consumption  

 Power Connection 
 Data Connection 

 Ambient Operating Temperature
 Fan (controllable)

80-264 V, 50/60 Hz, auto-sensing
330 W Maximum - 1.53 A at 230V, 2.93 A at 115V - cosφ: 0.94 (manual / P.O. zoom) 
340 W Maximum - 1.57 A at 230V, 3.02 A at 115V - cosφ: 0.94 (motorized zoom)
In and Out PowerCON TRUE1 Top connectors to feed up to 8 (at 230V) or 4 (at 115 V) fixtures
In and Out DMX 5 pin locking XLR connectors

0°C → 40°C (32°F → 104°F)
Yes, 4 different settings: Silent, Studio, Auto, DMX Regulated

 Protocols
 RDM configuration
 DMX Channels 

 Display
 Firmware upgrade

 Yoke
 Materials
 Weight
 Length
 Height
 Height with Yoke
 Width
 IP Rating
 Color options

DMX-512, RDM (Remote Device Management), Wireless (optional By LumenRadio) 
Yes
Manual / PO zoom version: 16 / 7 / 1 / Studio mode / RGB mode / fine RGB mode / Sunrise mode 
Motorized zoom version: 17 / 8 / Studio mode / RGB mode / Fine RGB mode / Sunrise Mode
Graphic OLED with on-board selector for quick setting
Through DMX with RDM Upgrade USB interface (code AC10011A001)

Manual (standard) or Pole Operated Pan-Tilt (Optional)
Extruded aluminum, flame-retardant technopolymer reinforced with fiberglass
With Manual Yoke: 13.5 Kg / 29.76 lbs - With Pole Operated Yoke: 15 Kg / 33.07 lbs
489 mm / 19.25 in
315 mm / 12.40 in
With Manual Yoke: 437 mm / 17.20 in - With Pole Operated Yoke: 621 mm / 24.45 in
With Manual Yoke: 313 mm / 12.32 in - With Pole Operated Yoke: 406 mm / 15.98 in 
IP20
Black (standard), custom color on request (optional)

 LED Source
 CCT Range
 Color Rendition Average 

 Light Efficiency 
 
 
 
 
 

 Dimming
 Dimming Smooth Selection
 Strobe
 Lens
 Optical
 Green-Magenta adjustment
  Color saturation function
  Dim to Warm function
 Camera flicker control/Hz range
 Calibrated Cob
 L80 Rating 
(hours to 80% output) 

RGBCLA COB LED (Red, Green, Blue, Cyan, Lime, Amber) - Color mixing with hue and saturation control
     CCT from 2.700 K to 10.000 K (through DMX) or up to 20.000 K (through Display)
CRI ≥ 99 @ 3.200 K, CRI ≥ 97 @ 5.600 K 
TLCI 100
2.700 K: 3283 lm zoom min, 6390 lm zoom med, 7777 lm zoom max 
3.200 K: 3623 lm zoom min, 7043 lm zoom med, 8518 lm zoom max 
4.000 K: 4232 lm zoom min, 8285 lm zoom med, 10026 lm zoom max 
5.600 K: 5028 lm zoom min, 9863 lm zoom med, 11899 lm zoom max 
6.500 K: 4958 lm zoom min, 9729 lm zoom med, 11770 lm zoom max 
10000 K: 4324 lm zoom min, 8589 lm zoom med, 10366 lm zoom max 
Full: 5059 lm zoom min, 9903 lm zoom med, 11983 lm zoom max
8 or 16 bit, 6 selectable curves: Exponential, Logarithmic, Linear, Halo, Standard and S
Fast, Slow and Very Slow
Electronic strobe, synchronized, random, pulse effect
Glass Fresnel or PC lens (diameter: 200 mm / 7.87 in)
Zoom range from 8° to 60° (motorized, manual or PO zoom available)
Continously adjustable (Full Minusgreen to Full Plusgreen)
Generated colors fades to White tone selected with the CCT channel
Halogen lamp dimmer simulation
Yes: 20.000Hz
Yes
50.000 Hours 

BC10044A002
GKIT17 (USA) / GKIT16 (EU)
BC10044A006

8-Leaf Barndoor
1.5 m power cable with PowerCON TRUE1 Top and bare ends
Color frame holder

Included accessories
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DMX Charts - Manual Zoom

    

16 Channels
01 → Master Dimmer
02 → Red
03 → Green
04 → Blue
05 → Cyan
06 → Lime
07 → Amber
08 → Strobe Effect
09 → Dimmer Fine
10 → Special Functions
11 → Red Tone
12 → Green Tone
13 → Blue Tone
14 → White Tone
15 → Green Saturation
16 → Saturation

1 Channel
01 → Master Dimmer - Color 
Temperature Settable by Display

7 Channels
01 → Master Dimmer
02 → Red
03 → Green
04 → Blue
05 → Cyan
06 → Lime
07 → Amber

Studio Mode
01 → Master Dimmer
02 → White Tone
03 → Green Saturation
04 → Saturation
05 → Hue
06 → Dimmer Fine
07 → Special Functions

RGB Mode
01 → Master Dimmer
02 → Dimmer Fine
03 → Red
04 → Green
05 → Blue
06 → White Tone
07 → Saturation
08 → Strobe Effect
09 → Special Functions

Fine RGB Mode
01 → Master Dimmer
02 → Dimmer Fine
03 → Red
04 → Red Fine
05 → Green
06 → Green Fine
07 → Blue
08 → Blue Fine
09 → White Tone
10 → Saturation
11 → Strobe
12 → Special Functions

Sunrise Mode
01 → Master Dimmer
02 → Dimmer Fine
03 → Proportional CCT
04 → Step CCT
05 → Green Saturation
06 → Special Functions

Otello 8 HD-R PO version / Rear Panel

Otello 8 HD-R (manual zoom)
Rear Panel with the new OLED 

display

Otello 8 HD-R Fresnel version with  
Pole Operated Yoke and Pole Operated 

Zoom
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DMX Charts - Motorized Zoom

    

17 Channels
01 → Master Dimmer
02 → Red
03 → Green
04 → Blue
05 → Cyan
06 → Lime
07 → Amber
08 → Strobe Effect
09 → Dimmer Fine
10 → Special Functions
11 → Red Tone
12 → Green Tone
13 → Blue Tone
14 → White Tone
15 → Green Saturation
16 → Saturation
17 → Zoom

8 Channels
01 → Master Dimmer
02 → Red
03 → Green
04 → Blue
05 → Cyan
06 → Lime
07 → Amber
08 → Zoom

Studio Mode
01 → Master Dimmer
02 → White Tone
03 → Green Saturation
04 → Saturation
05 → Hue
06 → Dimmer Fine
07 → Special Functions
08 → Zoom

RGB Mode
01 → Master Dimmer
02 → Dimmer Fine
03 → Red
04 → Green
05 → Blue
06 → White Tone
07 → Saturation
08 → Strobe Effect
09 → Special Functions
10 → Zoom

Fine RGB Mode
01 → Master Dimmer
02 → Dimmer Fine
03 → Red
04 → Red Fine
05 → Green
06 → Green Fine
07 → Blue
08 → Blue Fine
09 → White Tone
10 → Saturation
11 → Strobe
12 → Special Functions
13 → Zoom

Sunrise Mode
01 → Master Dimmer
02 → Dimmer Fine
03 → Proportional CCT
04 → Step CCT
05 → Green Saturation
06 → Special Functions
07 → Zoom
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Drawing Size - Manual Yoke Version

Drawing Size - Pole operated Yoke Version

Models

    

Product Code

Otello 8 FullSpectrum HD-R, Fresnel lens
Manual Yoke, Manual Zoom F144U090P

Otello 8 FullSpectrum HD-R, Fresnel lens
Manual Yoke, Motorized Zoom F144U000P

Otello 8 FullSpectrum HD-R, Fresnel lens
Pole Operated F144U010P

Otello 8 FullSpectrum HD-R, PC lens
Manual Yoke, Manual Zoom F144U090Q

Otello 8 FullSpectrum HD-R, PC lens
Manual Yoke, Motorized Zoom F144U000Q

Otello 8 FullSpectrum HD-R, PC lens
Pole Operated F144U010Q
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 Zoom min.

Distance(m) 1 2 3 4 5 6 7 8 9 10

lux

2.700 K 80133 20033 8903 5008 3205 2225 1635 1252 989 801

3.200 K 88056 22014 9784 5503 3522 2446 1797 1375 1087 880

4.000 K 104032 26008 11559 6502 4161 2889 2123 1625 1284 1040

5.600 K 124248 31062 13805 7765 4969 3451 2535 1941 1533 1242

6.500 K 122985 30746 13665 7686 4919 3416 2509 1921 1518 1229

10.000 K 108379 27094 12042 6773 4335 3010 2211 1693 1338 1083

FULL 
(RGBCLA) 125569 31392 13952 7848 5022 3488 2562 1962 1550 1255

1/2 P.A 8° Ø (m) 0.14 0.28 0.42 0.56 0.70 0.84 0.98 1.12 1.26 1.40

1/10 P.A 22° Ø (m) 0.39 0.78 1.17 1.56 1.94 2.33 2.72 3.11 3.50 3.89

3.200 K CRI 99 TLCI 100

5.600 K CRI 98 TLCI 100

10.000 K CRI 96 TLCI 100

Photometric report

Otello 8 FS 6 HD-R

1/2 peak angle: 8°
1/10 peak angle: 22°

 

 Zoom med.

Distance(m) 1 2 3 4 5 6 7 8 9 10

lux

2.700 K 18546 4636 2060 1159 741 515 378 289 228 185

3.200 K 20429 5107 2269 1276 817 567 416 319 252 204

4.000 K 24088 6022 2676 1505 963 669 491 376 297 240

5.600 K 28624 7156 3180 1789 1144 795 584 447 353 286

6.500 K 28316 7079 3146 1769 1132 786 577 442 349 283

10.000 K 25002 6250 2778 1562 1000 694 510 390 308 250

FULL 
(RGBCLA) 28828 7207 3203 1801 1153 800 588 450 355 288

1/2 P.A 35° Ø (m) 0.63 1.26 1.89 2.52 3.15 3.78 4.41 5.04 5.68 6.31

1/10 P.A 56° Ø (m) 1.06 2.13 3.19 4.25 5.32 6.38 7.44 8.51 9.57 10.63

3.200 K CRI 99 TLCI 100

5.600 K CRI 97 TLCI 100

10.000 K CRI 96 TLCI 100

1/2 peak angle: 35°
1/10 peak angle: 56°

 

 Zoom max.

Distance(m) 1 2 3 4 5 6 7 8 9 10

lux

2.700 K 8947 2237 994 559 357 248 182 139 110 89

3.200 K 9711 2427 1079 607 388 269 198 151 119 97

4.000 K 11426 2856 1269 714 457 317 233 178 141 114

5.600 K 13564 3391 1507 847 542 376 276 211 167 135

6.500 K 13413 3353 1490 838 536 372 273 209 165 134

10.000 K 11835 2958 1315 739 473 328 241 184 146 118

FULL 
(RGBCLA) 13655 3413 1517 853 546 379 278 213 168 136

1/2 P.A 60° Ø (m) 1.15 2.31 3.16 4.62 5.77 6.93 8.08 9.24 10.39 11.55

1/10 P.A 83° Ø (m) 1.77 3.54 5.31 7.08 8.85 10.62 12.39 14.16 15.93 17.69

3.200 K CRI 99 TLCI 100

5.600 K CRI 97 TLCI 100

10.000 K CRI 96 TLCI 100

1/2 peak angle: 60°
1/10 peak angle: 83°
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 Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 22 April 2026 - vrs. 1.3
Coemar reserves the right to change specifications without prior notice.


