
Datasheet 2025 coemar.com 1

Nest 500 Last update: 
27/10/2025

Moving Heads
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• RGBW LEDs 

• CCT all whites from 2.800 K → 8.000 K

• High lumen flux and flat field

• Motorized zoom from 4.5° to 45°

Key Features

Nest 500

Introducing

 Nest 500 is a powerful and versatile moving wash designed 
for professional productions and rental applications. Equipped 
with 12x40 W RGBW LEDs, it delivers outstanding brightness, 
smooth color mixing, and a flat, even field. Each LED can be 
controlled individually for advanced pixel effects, with 38 
macros ready to use. A wide motorized zoom range from 4.5° 
to 45° ensures both tight beams and broad washes, adapting 
easily to different stage sizes. With flexible DMX profiles, RDM 
support, and reliable PowerCON and XLR connections, Nest 
500 combines high performance with durability, making it a 
solid addition to any lighting rig.

• Pixel Control, each single LED can be controlled individually
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General

• LED Source
• CCT Range
• Dimming
• Electronic Strobe
• Optical
• Pixel Control
• L80 Rating 
(hours to 80% output) 

12 x 40 W RGBW LEDs
• • • • • all whites from 2.800K → 8.000K
0-100% electronic dimming
Yes, 1-25Hz, multiple strobe speeds
Motorized Zoom from 4.5° to 45°
Yes, Each single LED can be controlled individually, preset 38 macro effects
50.000 Hours 

Electrical

Thermal

Control

Physical

• Voltage Input
• Power Consumption 
• Power Connection 
• Data Connection 

• Ambient Operating Temperature
• Temperature Control

100-240 Vac, 50/60Hz
550 W Maximum, cosφ 0.98
In and Out PowerCON
In and Out DMX 3 or 5 pin locking XLR connectors

From -20°C to 40°C (from -4°F to 104°F)
Electronic intelligent fan sensing detection and control

• Protocols
• RDM configuration
• DMX Channels
• Display

• Movement
• Weight
• Depth
• Height
• Width
• IP Rating
• Color options

DMX, RDM (Remote Device Management), (optional: Art-Net, sACN, wireless function)
Yes
58 / 18 / 17 / 11
2.4 inch color LCD screen

Pan: 540°, Tilt: 270° (16 bit)
18.5 kg (40.8 lbs)
389 mm (15.3 in)
477 mm (18.8 in)
389 mm (15.3 in)
IP20
Black (standard)
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Drawing Size
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Photometrical Data

Nest 500

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux 2268 567 252 142 91 63 46 35 28 23

Diameter Ø (m) 2.49 4.97 7.46 9.94 12.43 14.91 17.40 19.88 22.37 24.85

Beam angle: 45°
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Zoom min.

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux 76667 19167 8519 4792 3067 2130 1565 1198 947 767

Diameter Ø (m) 0.24 0.47 0.71 0.94 1.18 1.41 1.65 1.89 2.12 2.36

Beam angle: 4.5°
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Zoom max.
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• Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 27 October 2025 - vrs. 1.2
Coemar reserves the right to change specifications without prior notice.


