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Key FeaturesIntroducing

 This LED Panel features advanced RGB, Warm White, and 
Cold White LEDs. Vivid colors and a broad CCT range from 
2.700K to 10.000K. Experience over 50,000 hours of reliable 
illumination with smooth dimming, flexible 8 or 16-bit DMX con-
trol, and easy operation via LCD display. Its compact, versatile 
design allows for multiple mounting options, delivering profes-
sional performance with only 200W power usage and secure 
XLR/RJ45 connectivity—ideal for staging, events, or architec-
tural lighting.

Soft Panel 200 RGBWW

 RGB, Warm White, Cold White color mixing

 CRI ≥ 96, TLCI ≥ 97

 2.700 K → 10.000 K

 Beam Angle: 110°

 IP20

CRI
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General

 LED Source
 CCT Range
 Color Rendition Average
 Dimming
 Strobe
 Beam Angle
 L80 Rating 
(hours to 80% output) 

RGB, Warm White, Cold White LEDs with HUE and saturation control, 2 areas pixel control
     2.700 K → 10.000 K
CRI ≥ 96, TLCI ≥ 97
0-100% linear adjustment, 4 dimming curves
Electronic strobe
110°
50.000 Hours 

Electrical

Control

Physical

 Voltage Input 
 Power Consumption
 Power Connection 
 Data Connection

AC 100~240 V, 50/60 Hz
200 W @ maximum
Powercon TRUE 1 In/Out
3 or 5 pin locking XLR connectors, RJ45

 Protocols
 RDM configuratons
 DMX Channels 

 Display

 Mounting Options
 Materials
 Length
 Height
 Width
 Weight
 IP Rating
 Color options

DMX512, RDM, Master/Slave synchronization
Yes
8 bit: RGBW (6CH) +CCT (6CH) +HSI (9CH) 
16 bit: RGBW (8CH) +CCT (8CH) +HSI (15CH)
LCD display

Single yoke suitable for safe hanging, Spigot (28 mm / 1.1 in), Junior Pin
Metal housing
449 mm (17.68 in)
382.42 mm (15.06 in)
184.43 mm (7.26 in)
7 kg (15.43 lbs)
IP20
Grey and black (standard)
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Drawing Size

    

Soft Panel 200 RGBW

Photometric Data
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Angle 110°

Distance(m) 1 2 3 4 5 6 7 8 9 10

2700 K 5808 1452 645 363 232 161 119 91 72 58

3200 K 6592 1648 732 412 264 183 135 103 81 66

4000 K 6816 1704 757 426 273 189 139 107 84 68

5000 K 6864 1716 763 429 275 191 140 107 85 69

5600 K 6896 1724 766 431 276 192 141 108 85 69

6000 K 6848 1712 761 428 274 190 140 107 85 68

Ø (m) 2.86 5.71 8.57 11.43 14.28 17.14 19.99 22.85 25.71 28.56
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 Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204
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