
Soft Panel 200 VariWhite

Tunable White from 2.700 to 6.500 K

High CRI > 96, TLCI > 97

110° beam angle

GENERAL
LED Details Warm White and Cold White LEDs

CCT From 2.700 K to 6.500 K (built-in programs)

Color Rendition Average CRI > 96, TLCI > 97

Average LED Lifetime 50.000 hours

Dimming 0-100% linear adjustment, 4 dimming curves

Camera flicker free/Khz range Yes, from 2 Khz to 25 Khz

Beam Angle 110°

Cooling Silent fan

ELECTRICAL
Voltage Input AC 100~240 V, 50/60 Hz

Power Consumption 200 W

Power Connectors PowerCON In/Out

Data Connectors 3 or 5 pin locking XLR connectors, RJ45

CONTROL OPTIONS
Protocols DMX512, RDM, Master-Slave mode, Wireless Lumen-Radio (optional)

DMX Channels 7 / 3

Display LCD display
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PHYSICAL
Housing Color Black

Housing Materials Aluminum

Mounting Options Any safe working position, Spigot (28 mm / 1.1 in), Junior Pin

Length 449 mm (17.68 in)

Width 184.43 mm (7.26 in)

Height 382.42 mm (15.06 in)

Weight 7 kg (15.43 lbs)

IP Rating IP20

ACCESSORIES
4-leaf barndoor



Soft Panel 200 VariWhite

DRAWING SIZE

PHOTOMETRIC DATA
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ACCESSORIES

Barndoor with lock retaining clip
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