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Wash LED 500 Last update: 
31/10/2025

Moving Heads
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• RGBW color mixing

• CCT all whites from 2.700 K → 8.000 K

• High lumen flux and flat field

Key Features

Wash LED 500

• Motorized from 6° to 50°

Introducing

 Experience ultimate lighting performance with our advanced 
RGBW LED fixture. Featuring 19×40W high-power LEDs, smooth 
100–0% dimming, and a wide 6°–50° beam angle, it delivers vi-
brant CCT from 2700K to 8000K. Enjoy precision control with 
DMX512, 16/28 channels, and dot-matrix pixel effects. Built for 
reliability with 50,000-hour lifespan, robust die-cast aluminum 
housing, and versatile mounting options. Perfect for profes-
sional setups, this powerhouse combines efficiency, flexibility, 
and stunning visual impact.

• Pixel Control, dot matrix in 3 circles
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General

• LED Source
• CCT Range
• Dimming
• Optical
• Pixel Control
• L80 Rating 
(hours to 80% output) 

19×40W RGBW 4in1 high power LEDs
• • • • • 2.700K → 8.000K
0-100% electronic dimming control
Motorized zoom from 6° to 50°
Dot matrix in 3 circles
50.000 Hours 

Electrical

Control

Physical

• Voltage Input
• Power Consumption 
• Power Connection 
• Data Connection 

90-240 Vac, 50/60Hz
650 W
In/Out PowerCON
In and Out DMX 3 or 5 pin locking XLR connectors

• Protocols
• DMX Channels
• Display

• Movement
• Material
• Weight
• Depth
• Height
• Width
• IP Rating
• Color options

DMX512, Master/Slave synchronization, Stand-alone mode
28 / 16
LCD display

Pan: 540°, Tilt: 310°
Die-casting aluminum
14.2 Kg / 31,30 lbs
362 mm / 14,25 in
500 mm / 19,68 in ( with brackets)
240 mm / 9,44 in
IP20
Black (standard)
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Drawing Size
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Photometrical Data

Wash LED 500

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

Red 486 122 54 30 19 14 10 8 6 5

Green 1089 272 121 68 44 30 22 17 13 11

Blue 244 61 27 15 10 7 5 4 3 2

White 1294 324 144 81 52 36 26 20 16 13

Full 3194 799 355 200 128 89 65 50 39 32

Diameter Ø (m) 2.80 5.60 8.39 11.19 13.99 16.79 19.58 22.38 25.18 27.98

Beam angle: 50°
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Zoom minimum

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

Red 6861 1715 762 429 274 191 140 107 85 69

Green 14306 3576 1590 894 572 397 292 224 177 143

Blue 2917 729 324 182 117 81 60 46 36 29

White 17167 4292 1907 1073 687 477 350 268 212 172

Full 31944 7986 3549 1997 1278 887 652 499 394 319

Diameter Ø (m) 0.31 0.63 0.94 1.26 1.57 1.89 2.20 2.52 2.83 3.14

Beam angle: 6°
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Zoom maximum
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• Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 31 October 2025 - vrs. 1.0
Coemar reserves the right to change specifications without prior notice.


