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Wash LED 700 Last update: 
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Moving Heads
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Key FeaturesIntroducing

 Experience next-level lighting with our advanced Wash LED 
700, delivering an impressive 7,200-lumen output and stunning 
color precision with CRI > 80. Featuring seven powerful 60W 
RGBL LEDs plus 28 RGB LEDs for dynamic Aura effects, this 
unit offers motorized zoom from 3° to 45° and infinite rotation 
for unmatched versatility. Enjoy full pixel control, DMX/RDM 
compatibility, and flicker-free performance up to 25,000 Hz—
perfect for broadcast and live events. Built tough with IP65 
protection, it operates flawlessly from -20°C to 45°C. With 
50,000-hour longevity and smart cooling modes, this is the 
ultimate solution for vibrant, reliable, and creative lighting.

Wash LED 700

 RGBL color mixing

 CRI > 80

 2.000 K → 8.000 K

 Motorized Zoom from 3° to 45°

 IP65

CRI

IP

 Pixel Control, each single LED can be controlled individually
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General

 LED Source
 CCT Range
 Color Rendition Average
 Light Efficiency
 Dimming
 Optical
 Pixel Control
 AURA LED Effect
 Strobe
 Camera flicker control/Hz range
 L80 Rating 
(hours to 80% output) 

7 x 60W RGBL and 28 x 0.5W RGB LEDs
     2.000 K → 8.000 K
CRI > 80
7200 Total Lumen Output
0-100% electronic 16bit dimming, variable curves
Motorized Zoom from 3° to 45°, infinite lens rotation
Yes, Each single LED can be controlled individually
Aura LEDs Effects (RGB LEDs), Color-Presets and Macros
Electronic strobe
Yes, from 900 to 25.000 Hz (DMX Adjustable Refresh Rate)
50.000 Hours 

Electrical

Control

Physical

 Voltage Input 
 Power Consumption
 Power Connection 
 Data Connection

AC 100~240 V, 50/60 Hz
700 W
In and Out PowerCON
In and Out DMX 5 pin locking XLR connectors and two RJ45 ports

 Protocols
 RDM configuratons
 DMX Channels
 Display
 Firmware Upgrade

 Movement
 Mounting Options
 Depth
 Height
 Width
 Weight
 IP Rating
 Color options

DMX, ArtNet, sACN, RDM (Remote Device Management)
Yes
127 / 105 / 49 / 26
Full color 180° reversible LCD display
Through RJ45 cable

540° (Pan), 205° (Tilt)
Any safe working position
309.5 mm / 12.2 in
463 mm / 18.2 in
210 mm / 8.3 in
12 kg / 26.5 lbs
IP65
Black (standard)

Thermal

 Ambient Operating Temperature
 Cooling
 Thermal protection

-20°C → 45°C (-4°F - 113°F)
Yes, 3 different fan settings: Auto, Silent, Full
BTU/hr (+/- 10%) 2387
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Drawing Size
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Effects
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Photometric Data

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

RED 208 52 23 13 8 6 4 3 3 2

GREEN 679 170 75 42 27 19 14 11 8 7

BLUE 145 36 16 9 6 4 3 2 2 1

LIME 901 225 100 56 36 25 18 14 11 9

FULL 1760 440 196 110 70 49 36 28 22 18

Diameter Ø (m) 2.49 4.97 7.46 9.94 12.43 14.91 17.40 19.88 22.37 24.85

Beam angle: 45°
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Zoom min.

Distance (m) 3 6 9 12 15 18 21 24 27 30

lux

RED 10800 2700 1200 675 432 300 220 169 133 108

GREEN 32500 8125 3611 2031 1300 903 663 508 401 325

BLUE 6520 1630 724 408 261 181 133 102 80 65

LIME 45500 11375 5056 2844 1820 1264 929 711 562 455

FULL 84500 21125 9389 5281 3380 2347 1724 1320 1043 845

Diameter Ø (m) 0.16 0.31 0.47 0.63 0.79 0.94 1.10 1.26 1.41 1.57

Beam angle: 3°
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Zoom max.

Wash LED 700
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 Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 04 November 2025 - vrs. 1.6
Coemar reserves the right to change specifications without prior notice.


