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• RGBW color mixing

Key Features

Gordon 1000

• Available lenses: 6° / 15° / 25° / 45°

Introducing

● Experience unmatched performance with our advanced 
LED fixture featuring 32 × 40W RGBW 4-in-1 LEDs for vibrant, 
seamless color mixing. Enjoy precise 0–100% electronic 
dimming, dynamic strobe effects, and versatile beam angles 
of 6° / 15° / 25° / 45°. Built for durability, it boasts a 50,000-
hour lifespan and an IP65 rating for all-weather reliability. 
With DMX512 control, multiple channel modes, and an intuitive 
LCD display, customization is effortless. Operating in extreme 
temperatures from -20°C to 40°C, this powerhouse delivers up 
to 1000W of brilliance. Perfect for professional lighting setups—
compact, robust, and ready to elevate your stage experience.

• IP Rating: IP65
IP
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General

• LED Source
• Color Mixing
• Dimming
• Electronic Strobe
• Lens
• L80 Rating 
(hours to 80% output) 

32 x 40 W RGBW 4in1 LEDs
RGBW color mixing
0-100% electronic dimming control
Yes
6° / 15° / 25° / 45°
50.000 Hours 

Electrical

Thermal

Control

Physical

• Voltage Input
• Power Consumption 
• Power Connection 
• Data Connection 

• Ambient Operating Temperature

90-250 Vac, 50/60Hz
1000 W maximum
In and Out PowerCON
In and Out DMX 5 pin locking XLR connectors

From -20℃ to 40℃ (from -4°F to 104°F)

• Protocols
• DMX Channels
• Display

• Movement
• Weight
• Length
• Height
• Width
• IP Rating
• Color options

DMX512, Master/Slave synchronization, Anto-run mode
47 / 37 / 15 / 8
LCD display

Tilt: 220°
14.5 kg (31.9 lbs)
530 mm (20.8 in)
364 mm (14.3 in)
140 mm (5.5 in)
IP65
Black (standard)
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Photometrical Data

Gordon 1000

Distance (m) 1 2 3 4 5 6 7 8 9 10

lux

Red 22680 5670 2520 1418 907 630 463 354 280 227

Green 33930 8483 3770 2121 1357 943 692 530 419 339

Blue 42120 10530 4680 2633 1685 1170 860 658 520 421

White 59490 14873 6610 3718 2380 1653 1214 930 734 595

Full 112860 28215 12540 7054 4514 3135 230 1763 1393 1129

Diameter Ø (m) 0.83 1.66 2.49 3.31 4.14 4.97 5.80 6.63 7.46 8.28

Beam angle: 45°

 
 

Lens 25°

Distance (m) 1 2 3 4 5 6 7 8 9 10

lux

Red 139194 34799 15466 8700 5568 3867 2841 2175 1718 1392

Green 189090 47273 21010 11818 7564 5253 3859 2955 2334 1891

Blue 240570 60143 26730 15036 8623 6683 4910 3759 2970 2406

White 331650 82913 36850 27828 13266 9213 6768 5182 4094 3317

Full 655380 163845 72820 40961 26215 18205 13375 10240 8091 6554

Diameter Ø (m) 0.44 0.89 1.33 1.77 2.22 2.66 3.10 3.55 3.99 4.43

Beam angle: 25°
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• Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 30 December 2025 - vrs. 1.0
Coemar reserves the right to change specifications without prior notice.


