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• RGBWCLA color mixing

• IP Rating: IP66

• High lumen flux and flat field

Key Features

Blocco 24

• Beam Angle: 10°, 15°, 20°, 30°, 15×60°

Introducing

● Upgrade your lighting setup with a fixture built for precision 
and durability. Featuring 24 high-power 7in1 LEDs, this unit offers 
seamless 0-100% dimming and a wide range of beam angles to 
suit any environment. Designed for silent operation, its fanless 
convection cooling makes it perfect for noise-sensitive 
installations. The rugged IP66-rated aluminum housing ensures 
reliable performance in outdoor conditions, while DMX512 
protocols provide effortless control. With a 50,000-hour L80 
rating and a flexible 100-305 Vac input, it’s a dependable, 
professional-grade solution for your next project.

IP
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General

• LED Source
• Dimming
• Electronic Strobe
• Beam Angle
• L80 Rating
(hours to 80% output) 

24 RGBWCLA 7in1 LEDs
0-100% smooth dimming
Yes
10°, 15°, 20°, 30°, 15×60°
50.000 hours

Electrical

Thermal

Control

Physical

• Voltage Input
• Power Consumption 
• Power Connection 
• Data Connection 

• Ambient Operating Temperature
• Ambient Humidity
• Cooling

100-305 Vac, 50/60Hz
240 W
1.5 m Integral cable Bare Ends 
In/Out IP65 DMX Signal Junction Connector 

-25℃ → 50°C (-13°F → 122°F)
10 % → 90 %
Convection cooling, no fans, ideal for silent installations 

• Protocols

• Housing Materials
• Mounting Options 
• Depth
• Height
• Width
• IP Rating
• Color options

DMX512

Die-cast aluminum housing, tempered glass
Single yoke suitable for safe hanging
351 mm / 13.82 in
266 mm / 10.47 in
230 mm / 9.05 in
IP66
Black Grey (RAL7021)
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Drawing Size
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• Coemar Lighting S.r.l.

Via Carpenedolo, 90
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com
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