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Blocco 36

Introducing ‘ Key Features

@ Experience lighting versatility with our professional LED e RGBW color mixing (white LED CCT fixed @ 3.000 K)
fixture. Engineered for performance and reliability, it features 36 @
RGBW 4-in-1LEDs and a dedicated 3,000 K white LED. Designed

. - - o ] « |P Rating: IP66
for demanding environments, this IP66-rated unit is housed in 9
durable die-cast aluminum with a convection cooling system for

completely silent operation. With a wide range of beam angles « High lumen flux and flat field
(from 8° to 60°) and seamless DMX512 control, it offers total

creatly‘(a erX|b|I|t¥._Whether for avrchltectu!'al highlights gr stage « Beam Angle: 87, 15% 20°, 30°, 45° 15x60°
use, it's the efficient, long-lasting solution for any high-end
installation.
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General

o LED Source

36 RGBW 4in1 LEDs

« CCT o White LEDs fixed @ 3.000 K
e Dimming 0-100% smooth dimming
e Electronic Strobe Yes

* Beam Angle

8° 15° 20°, 30° 45° 15x60°

« L80 Rating
(hours to 80% output)

Electrical

50.000 hours

« Voltage Input

100-305 Vac, 50/60Hz

* Power Consumption

320 W

o Power Connection

1.5 m Integral cable Bare Ends

» Data Connection

Thermal

In/Out IP65 DMX Signal Junction Connector

* Ambient Operating Temperature

-25°C - 50°C (-13°F - 122°F)

o Ambient Humidity

10 % > 90 %

Control
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Convection cooling, no fans, ideal for silent installations

* Protocols

Physical

DMX512

* Housing Materials

Die-cast aluminum housing, tempered glass

* Mounting Options

Single yoke suitable for safe hanging

* Depth 471 mm /18.54 in
» Height 266 mm/10.47 in
» Width 230 mm/9.05in

« |P Rating IP66

« Color options

Black Grey (RAL7021)
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e Coemar Lighting S.r.l.

Via Carpenedolo, 90
46043, Castiglione delle Stiviere (MN) — Italy

P. +39 0376 1514412

M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva-C.f. 02415330204
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Coemar reserves the right to change specifications without prior notice.
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