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Ares Series Last update: 
21/11/2025

Downlight
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 Available in 65 W, 110 W or 165 W

 Beam angle: 30°, 60° or 75°

 Black (custom color on request)

Key FeaturesIntroducing

 Discover the power and versatility of our modular RGBW COB 
LED fixture: smooth 0–100% dimming, customizable curves, and 
beam angles of 30°, 60° or 75° to fit any setup. With 60.000-
hour lifespan, convection cooling for silent operation, and 
robust die-cast aluminum housing and reflector, it’s built for 
professional installations. DMX512 compatibility, LCD display, 
and color options on request make it the perfect choice for 
creative lighting. Available in 65W, 110W, and 165W versions, 
delivering reliable performance from -20°C to +40°C. Illuminate 
your projects with efficiency, precision, and style!

Ares Series

 RGBW color mixing

 HUE, color saturation and CCT control

 CRI 97 @ 3.200 K, TLCI 98 @ 3.200 K
CRI

 Mounting options: Surface and Yoke

 Fanless
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General

 LED Source
 CCT Range
 Color Saturation
 HUE Control
 Color Rendition Average
 Lumen Output 
 

 Dimming
 Beam Angle
 Strobe
 Flicker-free
  L90 Rating 
(hours to 90% output) 

RGBW LED module - Color mixing with hue and saturation control
••••• all whites from 3.200K → 6.500K
Yes
Yes
CRI 97 @ 3.200 K, TLCI 98 @ 3.200 K 
65 W version: 30°: 3069 lm, 60°: 3347 lm 
110 W version: 30°: 4541 lm, 60°: 4803 lm 
165 W version: 30°: 8088 lm, 60°: 7609 lm
0-100% smooth dimming, 4 different curves: Linear, Square, F-square, S-line
30°, 60° or 75°
Electronic strobe
Yes
60.000 hours

Electrical

Thermal

Control

Physical

 Voltage Input
 Power Consumption 
 Power Connection 
 Data Connection 

 Ambient Operating Temperature
 Cooling
 Temperature Sensor

AC 100-240 V, 50/60 Hz
65 W, 110 W or 165 W
In PowerCON
In and Out DMX 5 pin locking XLR connectors

-20°C -> 40°C (-4°F -> 104°F)
Convection cooling, no fans, ideal for silent installations
Yes

 Protocols
 DMX Channels
 Display

 Housing and Reflector Material
 Mounting Options
 Weight 
 

 Diameter
 Length 
 

 IP Rating
 Color options
 Warranty

DMX512
13 / 11 / 7 / 5 / 4
LCD display

Die-cast aluminum
Surface and Yoke
65 W version: 3.3 kg / 7.28 lbs 
110 W version: 4.5 kg / 9.9 lbs 
165 W version: 5.9 kg / 13 lbs
175 mm / 6.8 in
65 W version: 303 mm / 11.93 in 
110 W version: 396.5 mm / 15.61 in 
165 W version: 546.5 mm / 21.52 in
IP20
Black (custom color on request)
2 years warranty, as per our terms and conditions. Extendable to 5 years
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Drawing size

    ARES 65 W version

ARES 110 W version

ARES 165 W version

Ø 17
5 m

m

6.89 in

Ø 17
5 m

m

6.89 in

Ø 17
5 m

m

6.89 in

303 mm
11.93 in

396.5mm
15.61 in

546.5 mm
21.52 in

Available with mounting yoke
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Drawing size

30° Lens @FULL

Distance (m) 1 2 3 4 5 6 7 8 9 10

lux

RED 1156 289 128 72 46 32 24 18 14 12

GREEN 1736 434 193 109 69 48 35 27 21 17

BLUE 328 82 36 21 13 9 7 5 4 3

WHITE* 20732 5183 2304 1296 829 576 423 324 256 207

FULL 22800 5700 2533 1425 912 633 465 356 281 228

Ø (m) 0.54 1.07 1.61 2.14 2.68 3.22 3.75 4.29 4.82 5.36

CRI 97, TLCI 98 (White only)

60° Lens @FULL

Distance (m) 1 2 3 4 5 6 7 8 9 10

lux

RED 660 165 73 41 26 18 13 10 8 7

GREEN 840 210 93 53 34 23 17 13 10 8

BLUE 148 37 16 9 6 4 3 2 2 1

WHITE* 7520 1880 836 470 301 209 153 118 93 75

FULL 8860 2215 984 554 354 246 181 138 109 89

Ø (m) 1.15 2.31 3.46 4.62 5.77 6.93 8.08 9.24 10.39 11.55

CRI 97, TLCI 98 (White only)

 
 

Angle 30°

ARES 165 W version

 
 

Angle 60°
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 Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204

Last Update: 21 November 2025 - vrs. 1.4
Coemar reserves the right to change specifications without prior notice.


