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• 4 fixed white LEDs (3.000 K)

• IP Rating: IP67

• High lumen flux and flat field

Key Features

Orma 4

• Beam Angle: 4×60°

Introducing

● Compact, reliable, and built to last. This 4W LED fixture 
delivers warm 3.000K light through 4 fixed white LEDs with a 
wide 4×60° beam angle — perfect for accent and architectural 
lighting. Rated IP67 and housed in die-cast aluminum, it's 
engineered for both indoor and outdoor use, operating flawlessly 
from -25°C to 50°C. With 50.000 hours L80 lifespan and fanless 
convection cooling, maintenance is virtually eliminated. Available 
in Silver and Black Grey, it combines clean design with effortless 
installation via the Ingorund mounting system.

IP
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General

• LED Source
• CCT
• Beam Angle
• L80 Rating
(hours to 80% output) 

4 fixed white LEDs (3.000 K)
Fixed 3.000 K
4×60°
50.000 hours

Electrical

Thermal

Control

Physical

• Voltage Input
• Power Consumption 
• Power Connection

• Ambient Operating Temperature
• Ambient Humidity
• Cooling

24 Vdc / 100-240 Vac, 50/60Hz
4 W
1.5 m Integral cable Bare Ends

-25℃ → 50°C (-13°F → 122°F)
10 % → 90 %
Convection cooling, no fans, ideal for silent installations 

• Protocols

• Housing Materials
• Mounting Options 
• Diameter
• Height
• IP Rating
• Color options

CC

Die-cast aluminum housing
Inground
Ø 90 mm / 3.54 in
92 mm / 3.62 in
IP67
Silver and Black Grey (RAL7021)
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Drawing Size
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• Coemar Lighting S.r.l.

Via Carpenedolo, 90
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com
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