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Mini Spot 3X Last update: 
08/05/2026

Wash
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• White fixed led chip

• 3.000 K

Key Features

MiniSpot 3X

• Pan&Tilt 360°x±25° 
• Wide range of beam angles: 15° / 25° / 45° / 60°

Introducing

• MiniSpot 3X with fixed white LED delivers warm, natu-
ral light with excellent colour rendering, faithfully repro-
ducing colours with precision and accuracy. The choice of 
four distinct beam angles makes it suitable for a wide range 
of lighting scenarios, from concentrated accent lighting to 
broader ambient distribution. Its long rated lifespan mini-
mises maintenance requirements to an absolute minimum. 
The die-cast aluminium housing with steel springs ensures 
mechanical robustness within a compact form factor. Wireless 
control via the CASAMBI protocol offers installation flexibility 
and straightforward system management. Power consumption 
is kept to a minimum, for an efficient and durable daily usege.

• CRI 98
CRI

• Power consumption: 3 W 

• IP Rating: IP20
IP
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General

• LED Source
• CCT Range
• Color Rendering Index
• Beams
• Lumen Output 
 
 

• Pan
• Tilt
• L80 Rating 
(hours to 80% output) 

1 pc of White fixed LED
● ● ● ● ● 3.000 K
CRI 98
15° / 25° / 45° / 60°
195 lm (15°) / 1725 lx @1m
213 lm (25°) / 847 lx @1m
211 lm (45°) / 717 lx @1m
195 lm (60°) / 530 lx @1m
360°
±25°
50.000 hours 

Electrical

Thermal

Control

Physical

• Power Consumption 
• Data Connection 

• Ambient Operating Temperature

3 W
Wireless

0℃ → 40℃ (32°F → 104°F)

• Protocols

• Materials
• Diamenter
• Height
• Cut-Off Diamenter
• Weight
• IP Rating
• Color options

CASAMBI

Die-cast aluminum housing, Armonic Steel springs
Ø48 mm / Ø1.89 in
48 mm / 1.89 in
Ø42 mm / 1.65 in
70 gr
IP20
Black (custom finish available on request)
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Drawing Size

    

48 mm

1.89 in

Ø48 mm

Ø1.89 in

Cut-off

Ø42mm (1.65 in)

Pull inwards

Pull inwards

Pan 360°

Tilt ±25°

48 m
m

1.89 in
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• Coemar Lighting S.r.l.

Via Carpenedolo, 90 
46043, Castiglione delle Stiviere (MN) – Italy

P. +39 0376 1514412
M1. info@coemar.com
M2. service@coemar.com
W. coemar.com

P.iva – C.f. 02415330204
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